Residual, (% FSR)

Sea-Bird Electronics, Inc.

13431 NE 20th Street, Bellevue, WA 98005-2010 USA
Phone: (+1) 425-643-9866 Fax (+1) 425-643-9954 Email: seabird@seabird.com

SENSOR SERIAL NUMBER: 0207

CALIBRATION DATE: 22-Jan-14

SBE19 PRESSURE CALIBRATION DATA
500 psia S/N 9F054 TCV: 0

QUADRATIC COEFFICIENTS: STRAIGHT LINE FIT:
PAQ = 2.665055e+002 M = -7.233226e-002
PAl = -7.234488e-002 B = 2.665974e+002
PA2 = 1.970420e-008
PRESSURE INST COMPUTED ERROR LINEAR ERROR
PSIA OUTPUT(N) PSIA %FS PSIA %FS
14.79 3482.0 14.84 0.01 14.74 -0.01
105.05 2234.0 104.99 -0.01 105.01 -0.01
205.05 852.0 204.88 -0.03 204.97 -0.02
305.05 -534.0 305.14 0.02 305.22 0.03
405.06 -1915.0 405.12 0.01 405.11 0.01
505.06 -3293.0 504.95 -0.02 504.79 -0.06
405.07 -1915.0 405.12 0.01 405.11 0.01
305.06 -535.0 305.22 0.03 305.30 0.05
205.06 851.0 204.95 -0.02 205.04 -0.00
105.07 2233.0 105.06 -0.00 105.08 0.00
14.78 3482.0 14.84 0.01 14.74 -0.01
Straight Line Fit:
Pressure (psia) =M * N + B (N = binary output)
Quadratic Fit:
pressure (psia) = PAO + PA1 * N + PA2 * N’
Residual = (instrument pressure - true pressure) * 100 / Full Scale Range
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